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Wireless temperature sensor rod
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View Port to see LED activation)

First sensor position
(Yellow dot)

Second sensor position

Last sensor position

Magnet Activation
on both side

MagicWand (Magnet)

A Plug 1/2 NPT Brass 0.875in
R22.23mm
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DETAIL A
SCALE 2 : 5

Positions steps at 25 mm
increments
Custom length 

NOTES:

1. All Dimensions in millimeters and [inch]
2. Material PVC, Reinforced tube
3. Access port on top to replace lithium battery
4. Two flats on head to help in removing rod in soil
5. Up to 15 sensors can be used in the rod
6. Distance between the sensors fixed upon fabrication
    Example for 6 sensors, first one in first position, and
    position for each subsequent sensors:
    0 - 100 - 200 - 500 - 750 - 1000mm.
    First sensor can be at a lower position, distance between
    position in 25 mm increments.

8. OPTION: External controller at the end of a 7.5 meter 
                   [25 feet] submersible cable. 
10. Wifi activated with magnet on top of head or cable
      housing.
11. Memory for aproximately 180,000 temperature
      measurements 
10. Sensors specifications:
Maxim one Wire DS18B20
Sensor Temp.Range  -55°C to +125°C 
Rod Housing Temp range -40 to 80°C 
Precision better than+/- 0.5 °C  
Resolution +/- 0.0625C 
Record interval 1 min to 7 days  
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Angles           ± 1/2 degree

Tolérances des perçages
Hole diameter tolerances

TOLERANCES

0 - 0.250"               + 0.003"   /   - 0.002"
0.250"  - 0.500"     + 0.005"   /   - 0.003"
0.500" -  +              + 0.010"   /   - 0.005"

0    -        50 mm       ± 0.3 mm
50    -    300 mm       ± 1.6 mm
300  -  1200 mm       ± 3.2 mm
1200  -      + mm       ± 6.3 mm

 0    -      2"             ± 0.010 "
 2    -    12 "            ± 0.063 "
12   -    48 "            ± 0.125 "
48   -     +               ± 0.250 "

Sauf indication contraire
Unless otherwise noted
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0   - 5 mm       + 0.08 /  - 0.05  mm
6   -  12 mm    + 0.13 /  - 0.08  mm
12 mm -  +      + 0.25 /  - 0.13 mm
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